
Connection:

Nominal Diameter:

Pressure Rate:

Temperature Rate:

Applications:

GENERAL FEATURES

Material Structure:

rev.0119

V-2TV-2T
TWO PARTIAL BALL VALVES
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Temperature

Depend on material from -25°C to 
180°C

Cona      V2T



V-2T TWO PARTIAL BALL VALVES

3D APPLICATION SAMPLE
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PART LIST

No Part Name Material

1 Body AISI 304 / 316
2 Ball Gasket R-PTFE (15%)
3 Ball AISI 304 / 316
4 Body Teflon PTFE
5 Cover AISI 304 / 316
6 Moving Stem AISI 304 / 316
7 Sealing Teflon PTFE
8 Sealing Gasket PTFE
9 Sealing Nut AISI 304
10 Handle AISI 304
11 Ring AISI 304
12 Nut AISI 304
13 Lock AISI 304
14 Handle Cover PLASTIC

DIMENSIONS
Dia. Ød ØD ØD1 K SW L H W N.m kg
1/4'' 6 1/4'' 23 11 22 50 50 100 4 0.27
3/8'' 10 3/8'' 23 11.4 22 60 50 100 4 0.25
1/2'' 15 1/2'' 29 15 25 75 52 100 5 0.33
3/4'' 20 3/4'' 35 16 32 80 57 115 8 0.619

1'' 25 1'' 42 19 39 90 78 150 10 0.77
1-1/4'' 32 1-1/4'' 52 21 49 110 88 150 14 1.21
1-1/2'' 40 1-1/2'' 61 21 55 120 95 180 18 1.84

2'' 50 2'' 74,5 25 68 140 100 180 25 2.93
2-1/2'' 65 2-1/2'' 93,5 29 85 185 120 245 48 7.20

3'' 80 3'' 110 32 100 205 130 245 75 11.5
4'' 100 4'' 140 38 128 240 160 278 110 20.1
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